PROJECT:

LOCATION:
MODEL#: TYPE:
® CLIENT: QTY:

L I G H T I N G PREPARED BY: DATE:

LA-2-P

SERIES SPECIFICATIONS

The LT Series Single Circuit Track Connection Accessories provide versatile

connectors and mounting components for creating straight, angled, and

T-shaped track lighting layouts. Designed for flexible installation and reliable

power distribution, these accessories support a wide range of commercial, retail, ®
hospitality, and residential lighting applications. \\\g i |
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OPERATING LIMITED
VOLTAGE LISTED WARRANTY

ELECTRICAL SPECIFICATIONS

Current Draw 120VAC: 20A Rated Input Voltage: 120VAC
Input Frequency: 50Hz / 60Hz

CERTIFICATIONS

Safety Certifications: cULus Listed

ENVIRONMENTAL SPECIFICATIONS

UL Location Rating: Dry Location

PHYSICAL SPECIFICATIONS

Finish Color: White Number Of Conductors: 2
Finish Type: Plastic Width: 1-1/2in.
Length: 2-11/16in.
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LA-12 LA-2

WARRANTY INFORMATION

Warranty: 1 Year
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EXAMPLE: LA-2-B

SERIES SIZE FINISH

LA [-10]: Top Access End Feed [-B]: Black
[-2]: Mini Connector [-P]: White
[-12]: 3-Way Joiner [-S]: Silver

[-13]: T-Connectar

SHIPPING SPECIFICATIONS
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